
AIR MONITORING FIELD DATA SHEET 
CENTURY MODEL 128 ORGANIC VAPOR ANALYZER 

(FLAME IONIZATION DETECTOR) 

INCIDENT NAME: /3 M 
INCIDENT LOCATION: / 2 .  •5 > 7 ^ e / '  

y ^D d̂c. 

DATE AND TIME OF INITIAL ARRIVAL: bfit,/?! t33e>U* 

WEATHER CONDITIONS: Temperature 7g rS Pressure Z&-
Wind Speed Wind Direct Ion S£ Humidity "A 
General Weather Conditions JF, ; 

OVA CALIBRATION DATA: EPA ID # Mode 
Date Calibrated By Factory 

Are there any potential interferences (le. high winds, electrical 
wires/ themlcal Interferences, 2-way radios, pressure drop, etc.) 
Comments : Results are report as part per million methane 

equivalent 

BACKGROUND LOCATION: 

Time: /3 3 <g> Reading: <S"- Comments: 

SAMPLING LOCATION: 

Time: / 3^^ Reading: ^  Comments: 

SAMPLING LOCATION: 10 

Time: J 3 Reading: Comments: 

SAMPLING LOCATION: fivxr>*>i /S 

.̂Tlrne: / 3 Reading: Comments: 

' i 
SAMLING LOCATION "3 

Time: /&Q Reading: Comments: 

SAMPLING LOCATION: 

Time: /  Reading: ^  Comments: 

M-7 

439466 



AIR MONITORING FIELD DATA SHEET 
EXPLOS IMETER/OXYGEN METER 

INCIDENT NAME: 

INCIDENT LOCATION 

&o5S<£/$7~ 
! / ' O C > ~ Z -  < D J 5 ~ 7 ~ T  

DATE AND TIME OF INITIAL ARRIVAL: /r~7 

CT^icisi s\rY Cofiggb* <zrx) 

Pressure 2-f, 7-̂  
Hum 1 d i c y 7̂ d/ 

WEATHER CONDITIONS: Temperature 
Wind Speed 3-<T Wind Direction" 
General Weather Conditions 

EXPLOSIMETER/OXYGEN CALIBRATION DATA: 

Oxygen Sensor Cleaned (Y/N) EPA ID It rn/sr: - Ato 
Is chemical known (Y / N) y£5" if yes, U.E.L. Z( L.E.L. Q 

Is instrument sensitive to chemical (Y/N) 

Are there any potential interferences (i.e. high winds, electrical 
wires, chemical interferences, high humidity, extreme cold) 
Commen ts : 

BACKGROUND LOCATION 

Time: Readings: 0 Combustible gas 

SAMPLING LOCATION: $Lirt>-vv» *7 

Time: —Gfyteltr Readings: 0 2. ^ Combustible gas 

SAMPLING LOCATION: 3 

Time: Readings: 02 JU CombustibLe gas <3 

SAMPLING LOCATION: 7 ~ /srJ ^rO 

Time: Reading Oa. -21 - OA Combustible gas O 'A 

SAMPLING LOCATION: 

 ̂h*"" Readings: 02  ̂̂/p Combustible gas ^ 

M-8 



AIR MONITORING FIELD DATA SHEET 
CENTURY MODEL 128 ORGANIC VAPOR ANALYZER 

(FLAME IONIZATION DETECTOR) 

«» 

INCIDENT NAME: fossper SITE 
INCIDENT LOCATION: f Cf)3L OSlllPfip STg££-T 

DATE AND TIME OF INITIAL ARRIVAL: _ OG>fare/&t _J3SSCL 

WEATHER CONDITIONS: Temperature _3SL£L__ Pressure 
Wind Speed Wind Direction Humidity 
General Weather Conditions &\)-P V~-(* (I 5^-" __ 

OVA CALIBRATION DATA: EPA ID // M ode 
Date Calibrated By Factory 

Are there any potential interferences (le. high winds, electrical 
wires, chemical interferences, 2-way radios, pressure drop, etc.) 
Comments : Results are report as part per million methane 

equlvalen t 

BACKGROUND LOCATION: 

Time: Reading: Com me nts 

S A M P L I N G  L O C A T I O N :  

Time: Reading: t A ppwyg omments: 

SAMPLING LOCATION: 

Time: Reading: s.Q-7 ,n Comments: 6-T!dlsia.^Tyi 

SAMPLING LOCATION: 

Jime: Reading: 

JjL&grr 7* n „ , 
Vj r vyje&JL î -focnr u// 

-— - —*™=nts: C#t 

. I N G  L O C A T I O N :  CWjf king (91  d j a  I n  A  M \  P t k  U J O &S 
a f c b̂ u cfe 

SAM! 

Time: Reading: 4/S^ffippComme n t s : 

SAMPLING LOCATION: 

Time: Reading: Comments: 

M-7 




